
# Of Start Lamp Ballast   Factor

Ballast Brand* Part Number Lamps Method Connection 120V 277V 120V 277V Type Value

Philips-Advance VH-1B13-TP-W 1 Preheat N/A - - - P,T N/A N/A

Philips-Advance H-1B13-TP-W 1 Preheat N/A - - P,T - N/A N/A

Philips-Advance VH-2Q26-TP-BLS 2 Preheat Parallel - - - ✔ N/A N/A

Philips-Advance VLO-2S13-TP 1 Preheat N/A - P - P N/A N/A

Philips-Advance VLO-13-TP 1 Preheat N/A - - - P N/A N/A

Robertson HP2627P 1 Preheat N/A - - - P,T N 0.93

Robertson HP22627P 2 Preheat Parallel - - - P,T N 0.90

Robertson S1P 1 Preheat N/A - - P - N 0.88

Robertson O1527P(3P10104) 1 Preheat N/A - P - P N 1.00

Robertson HP226SP(3P10085) 2 Preheat Series - - T - N 0.9

Robertson HP213P(3P10073) 2 Preheat Series - - P,T - N/A N/A

Robertson HP28P 1 Preheat N/A - - P - N 0.90

Robertson HP18P 1 Preheat N/A - - P,T - N 1.00

Robertson HP218SP 2 Preheat Series - - P,T - N 0.95

P PF <0.85

T THD >30%

N/A Not applicable

This list is current as of Mar. 2019. We are continuously testing for compatible ballasts.  Please check back for updates.

* All trademarks are the property of their respective owners

Applies to the

following Satco products: S9862, S9863, S9864, S9865

LED 2-Pin PL Magnetic Ballast Compatibility Chart
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